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GENERAL CONSTRUCTION NOTES

1. CONCRETE SHALL BE f'c = 2500 psl IN 2B DAYS MIN.

2. AL STEFL SHALL BE DEFORMED BARS AND LAPPED MINIMUM 40 BAR DIAMETERS OR 24 INCHES, WHICHEVER
IS GREATER. .

3. FOOTWGS SHALL BE EXCAVATED INTO UNDISTURBED NATURAL GRADE OR APPROVED COMPACTED AILL.
% HW?MMHMMHEWWEFHWWMSNW.

5. THE BOTIOM OF THE FDOTINGS SHALL BE AT MINMUN OF 5'-0° To DAY LIGHT.

b.
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I COLOR, SIZE AND APPEARANCE.

7. NO PART OF THE REFANING WALL, INCLUDING DRAIN, GRAVEL, AND FOOTING SHALL BE LOCATED ON NEIGHBORWG
PROPERTES.

8 UASOMRY UNITS SHALL BE MEDIUM-WEIGHT UNITS CONFORMING T0' ASTM C-90 GRADE H, WITH AN ULTIMATE
COMPRESSVE STRENGTH F'm = 1500 psi.

B, GROWT WX SHALL BE-1 PART CEMENT, 3 PARTS SAND, 2 PARTS PEA GRAVEL BY-VOLUME. THE 28 DAY ULTIMATE
STRENGTH OF THE GROUT SHALL BE 2000 psi. :

10, ALL NASONRY SHALL BE SOLID GROUTED.

1. MAXIMUM GROUT LIFT SHALL NOT EXCEED 4'-0" IN ONE DAY UNLESS PROFER PROCEDURES FOR HIGH LIFT
GROUTING ARE FOLLOWED. VIBRATE ALL GROUT LIFTS, ‘

12. UASONRY UNTS SHALL BE CLEAN AND FREE OF ALL SUBSTANCIS THAT UAY IUPAIR BOKD.
13. BOHD BEAW TYPE UNTS SHALL BE USED FOR ALL HORIZONTAL REINFORCING STEEL.
14 OSth PERMT IS RED'D, FOR RETAMING WALLS EXCEEDING 5'~0" HT. -
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